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 Omni- 750i /

@1200g/mm

Omni- 750i
mm 750

F/9.7

C-T

nm 0.005

1X10
-5

(mm) 30 (w)X14 (h)

mm 146

mm 68X68

0.01-3mm 2 4 14mm

mm 800X338X230

Kg 32.5

100W@24V

USB2.0, RS-232

@

g/mm 2400 1800 1200 600 300 150 75

(nm/mm)

@435.83nm
0.43 0.63 1.02 2.14 4.36 8.77 17.58

nm 0-600 0-800 0-1200 0-2400 0-4800 0-9600 0-19200

nm 0.0025 0.0035 0.005 0.01 0.02 0.04 0.08

nm

@ PMT
0.02 0.03 0.03 0.06 0.12 0.24 0.36

nm

@CCD 15um
0.033 0.048 0.077 0.162 0.33 0.663 1.329

CCD nm

@30mmCCD
12.9 18.9 30.6 64.2 130.8 263.1 527.4

nm 0.1 0.14 0.2 0.4 0.8 1.6 3.2

nm 0.015 0.02 0.025 0.05 0.1 0.4 0.8

1 435.83nm
2 CCD 435.83nm
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Omni- 7504i 750mm CCD

Omni- 7505i 750mm

Omni- 7506i 750mm CCD

Omni- 7507i 750mm

Omni- 7508i 750mm CCD

Omni- 7515i 750mm

Omni- 7517i 750mm

Omni- 7524i 750mm CCD

Omni- 7527i 750mm

Omni- 7528i 750mm CCD

Omni- 7547i 750mm

Omni- 7548i 750mm CCD

1
2 3
3 CCD

4

Omni- 7528i
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Omni- 750i

Omni- 750i

Omni- 750i /CCD

Omni- 750i

Omni- 750iO
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